
B u i l t  f o r  t o d a y ’ s  r o o f  c o a t i n g s .   
G r a c o  R o o f  R i g s  h a n d l e  t h e  t h i c k e s t  c o a t i n g s  -  f r o m  e l a s t o m e r i c s
t o  t o u g h  b o n d i n g  a d h e s i v e s  t o  t h e  w i d e s t  r a n g e  o f  r o o f  c o a t i n g s

GH (Gas-Hydraulic) Roof Rigs

• Exclusive Quick-Change™ Pump Lowers maximize production
• Easily customize your Roof Rig for each coating, without purchasing additional rigs
• Siphon heavy coatings directly from drum to increase spray time and reduce changeover
• Quick disconnects make clean-up easy
• High pressure Roof Rigs allow use of smaller diameter hose or longer hose lengths 

for maximum efficiency and coverage

U n m a t c h e d  v e r s a t i l i t y  a n d  u n b e a t a b l e
p e r f o r m a n c e .

*

* On selected models. See back side for details.

GH733

HydraMax™

350

GMax™

7900

ROOF RIGS™

gas-powered airless sprayers 



Roof Rig Selection

Mastic Roofing Gun
224472 Rated to 4050 psi (275 bar, 27.5 MPa) 

with 36 in (914 mm) extension
High Pressure Elastomeric Hand Gun
236995 Rated to 7400 psi (503 bar, 50.3 MPa)
Spray Roller
224470 Rated to 4000 psi (272 bar, 27.2 MPa), standard 

with 18 in (45 cm) roller cover & two 861 HD RAC Tips.
Attach to #224472 Gun (tip selection will vary with 
material sprayed).

High PSI Hose
214705 3/8 in x 50 ft (10 mm x 15.2 m), 3/8 in (mbe), 

3000 psi (210 bar, 21.0 MPa)
215245 3/8 in x 50 ft (10 mm x 15.2 m), 3/8 in (mbe),

5000 psi (340 bar, 34.0 MPa)
215227 1/2 in x 50 ft (12 mm x 15.2 m), 1/2 in (mbe),

4050 psi (275 bar, 27.5 MPa)

Low PSI Hose
224440 3/4 in x 50 ft (9 mm x 15.2 m), 

3/4 in (m) x 3/4 in (f), 2250 psi (155 bar, 15.5 MPa)
224439 5/8 in x 40 ft (15.9 mm x 12.2 m), 

3/4 in (m) x 1/2 in (m), 2750 psi (187 bar, 18.7 MPa)
Fittings
156849 3/8 in (mbe) Nipple for 3/8 in (10 mm) hose
155865 1/2 in (fbe) Coupler for 1/2 in (12 mm) hose
Kits
948727 2 in (50.8 mm) Siphon Kit adapts to any GH733, 

Bulldog® or King™ Pump – air or gas
Lift Kits (Changes standard GH733 to a Roof Rig with quick change capability.)

948740 Modifies GH733 with version code A, B or C to accept 
GH1015, GH2075 or GH2560 pump lowers.

245244 Modifies GH733 with version code A, B or C to accept 
Xtreme pump lower kits. (GH733, GH3640 and GH5030
pump kits.)

948728 GH1015 Pump Lower 1000 psi (70 bar, 0.70 MPa) 15.0 gpm (56.7 lpm)
948734 GH2075 Pump Lower 1800 psi (124 bar, 12.4 MPa) 7.5 gpm (28.4 lpm)
948731 GH2560 Pump Lower 2400 psi (166 bar, 16.6 MPa) 6.0 gpm (22.7 lpm)
687329† GH3640 Pump Lower 3600 psi (245 bar, 24.5 MPa) 3.8 gpm (14.4 lpm)
570183† GH5030 Pump Lower 4900 psi (337 bar, 33.7 MPa) 2.8 gpm (10.5 lpm)

QUICKCHANGE 
PUMP LOWER 
KITS

ROOF RIG
SPRAYERS

232683* GMax 7900 Roof Rig 3300 psi (227 bar, 22.7 MPa) 2.1 gpm (7.9 lpm)
233660† HydraMax 350 4000 psi (276 bar, 272.6 MPa) 3.5 gpm (13.3 lpm)

Part No. Description Max Working Pressure Fluid Flow

† With New Xtreme pump lower.

Plasma Rod - Process
provides over 3 times
the life of chromed
SST rods

QuikAccess™ Intake - Allows
for quick on-the-job mainte-
nance using only a hammer

Long-Life 
XtremeSeal™

and leather 
packings

The Xtreme Pump
NEW

231733† GH733 3500 psi (241 bar, 24.1 MPa) 3.0 gpm (11.4 lpm)
965165 GH1015 Roof Rig 1000 psi (70 bar, 0.7 MPa) 15.0 gpm (56.7 lpm)
965171 GH2075 Roof Rig 1800 psi (124 bar, 12.4 MPa) 7.5 gpm (28.4 lpm)
965168 GH2560 Roof Rig 2400 psi (166 bar, 16.6 MPa) 6.0 gpm (22.7 lpm)
687327† GH3640 Roof Rig 3600 psi (245 bar, 24.5 MPa) 3.8 gpm (14.4 lpm)
687100† GH5030 Roof Rig 4900 psi (337 bar, 33.7 MPa) 2.8 gpm (10.5 lpm)
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* GMax 7900 is complete. All other units are bare. 

(+) Indicates coatings can be
sprayed with 300’ (91.4 m) hose. 
If longer hose is required, add larger
diameter hose or if using a GH Roof
Rig, connect the next higher psi 
accessory lower. (Note: Materials
and temperature may dictate the
hose length you can use.)

RECOMMENDATIONS CHART

Use this chart to determine which 
Roof Rig or QuickChange Pump Lower 
fits your most common applications.
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GMax 7900 Roof Rig ✚ ✚ ✚ ✚ ✚ ✚

HydraMax 350 ✚ ✚ ✚ ✚ ✚ ✚ ✚ ✚ ✚ ✚ ✚

GH733 ✚ ✚ ✚ ✚ ✚ ✚ ✚ ✚ ✚ ✚ ✚

GH1015 Roof Rig ✚ ✚ ✚ ✚ ✚ ✚ ✚ ✚

GH2075 Roof Rig ✚ ✚ ✚ ✚ ✚ ✚ ✚ ✚ ✚ ✚ ✚

GH2560 Roof Rig ✚ ✚ ✚ ✚ ✚ ✚ ✚ ✚ ✚ ✚ ✚ ✚

GH3640 Roof Rig ✚ ✚ ✚ ✚ ✚ ✚ ✚ ✚ ✚ ✚ ✚ ✚ ✚

GH5030 Roof Rig ✚ ✚ ✚ ✚ ✚ ✚ ✚ ✚ ✚ ✚ ✚ ✚ ✚ ✚
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